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1. Product Description

Fingerstock, also known as finger gasket or finger seal, is a type of EMI (Electromagnetic Interference)
shielding material. It is suitable for repeated switching applications that require high attenuation
performance, mechanical strength, and elastic deformation. It is designed with a series of flexible fingers
that provide a reliable and effective seal against electromagnetic interference while allowing easy access
to the equipment it protects. Fingerstock is commonly used in various applications, including

telecommunications, military, aerospace, and electronic devices.

2. Typical Applications

e Shielding facilities

e Electronic enclosures

e Telecommunications equipment
e Military and aerospace systems
e Medical devices

e Consumer electronics
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3. Product Features

Electromagnetic Interference (EMI) Shielding Effect: Provides efficient electrical shielding across a
broad frequency range.

High Mechanical Strength: Beryllium copper alloy has high tensile strength and yield strength, making
it suitable for high-load working environments.

Good Elasticity: Offers excellent spring performance, ideal for applications requiring repeated bending
or deformation.

Fatigue Resistance: Exhibits strong fatigue resistance, capable of withstanding multiple elastic
deformations.

Variety of Coatings and Surface Treatments: Provides various coatings and surface finishes to
enhance durability and adaptability to different environments.

Customizable Sizes: Available in various sizes and can be customized according to specific

requirements.

4. Technical Data

(3]

Material: Beryllium Copper

Surface Treatment: Natural, Tin Plated, Nickel Plated
Thickness: 0.08/0.1/0.127 mm

Heat Treatment: 370-420° C

Mounting Method: Snap-on or 3M Adhesive Tape
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NOTES:

Product NO: ABR-77-0120

MATERIAL: Brushwellman C17200 1/2 HARD
THICKNESS AFTER: 0.08mm

HEAT TREAT: HV370-420°

FINISH: Natural, Tin Plated, Nickel Plated, etc. available.
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Product NO: ABR-97-0400
MATERIAL: Brushwellman C17200 1/2 HARD
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FINISH: Natural, Tin Plated, Nickel Plated, etc.
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NOTES:

Product NO: ABR-77-0780

MATERIAL: Brushwellman C17200 1/2 HARD
THICKNESS AFTER: 0.1mm

HEAT TREAT: HV370-420°

FINISH: Natural, Tin Plated, Nickel Plated, etc.
available.
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NOTES:

Product NO: ABR-97-5500

MATERIAL: Brushwellman C17200 1/2 HARD
THICKNESS AFTER: 0.08mm

HEAT TREAT: HV370-420°

FINISH: Natural, Tin Plated, Nickel Plated, etc.
available.
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NOTES:

Product NO: ABR-97-6400

MATERIAL: Brushwellman C17200 1/2 HARD
THICKNESS AFTER: 0.127mm

HEAT TREAT: HV370-420°

FINISH: Natural, Tin Plated, Nickel Plated, etc.
available.
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